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What is claimed is: 

1 . A telescoping hard case for carrying a golf bag comprising: 

at least three container sections telescopically moveable between a retracted position and 
an expanded position, including a bottom section, a middle section, and a top section, wherein 
the top section slidably nests within the middle section and the middle section slidably nests 
within the bottom section in the retracted position; and wherein the container sections abut along 
adjacent edges in the expanded position so that a top edge of the bottom section abuts a bottom 
edge of the middle section, and a top edge of the middle section abuts the bottom edge of the top 
section; 

a stopping mechanism to prevent the container sections from becoming detached when in 
the expanded position; and 

a releasable locking device for locking the container sections in the expanded position. 

2. The telescoping hard case of claim 1 wherein the top section comprises an opening for 
inserting the golf bag therein. 

3. The telescoping hard case of claim 2 further comprising a lid for covering said opening. 

4. The telescoping hard case of claim 3 further comprising a latch for securing the lid in a 
closed position. 

5. The telescoping hard case of claim 1 wherein the container sections are tubular. 

6. The telescoping hard case of claim 1 wherein the bottom section further comprises a 
wheeled base. 

7. The telescoping hard case of claim 1 wherein the stopping mechanism comprises 
cooperating circumferential flanges along the adjacent edges to prevent the container sections 
from becoming detached when in the expanded position. 
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„ ^ flS eofclaimlwhereinthestoppingmechanismcomprisestight 

becoming detached when in the expanded pos...on. 

f laim R wherein the peripheral circumference along a lower 

of the adjacent bottom section. 

1 whercnthestopptngmechanrsmcomprisessprmg- 



10. 

biased locking pins 



a,o„g the adjacent edges of the container sections for engagmg the secttons 
position. 

v, a a ,eof claim 11 wherein the bushings contain the stopping 
12. The telescoping hard case of claim 1 l 

mechanism, 
locking device. 

f i« m 1 wherein the releasable locking device comprises 

i^srr=si— -- — - 

position. 

* i«m 1 wherein the releasable locking device comprises 
15. The telescoping hard case of claim 1 wherein 

spring-biased locking pins. 
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16. The telescoping hard case of claim 1 wherein the releasable locking device comprises at 
least one internal telescoping tube assembly for securing the container sections in the expanded 
position. 

17. The telescoping hard case of claim 16 wherein internal telescoping tube assembly 
comprises at least three telescoping tubes including a bottom tube, a middle tube, and a top tube 
wherein the bottom tube receives the middle tube which has an outside diameter smaller than the 
inside diameter of the bottom tube, and the middle tube receives the top tube which has an 
outside diameter smaller than the inside diameter of the middle tube. 

18. The telescoping hard case of claim 1 7 further comprising spring-biased locking pins to 
secure the tubes in an expanded position. 

19. The telescoping hard case of claim 17 further comprising a stop portion to prevent the 
telescoping tubes from separating completely, wherein the stop portion is positioned between 
adjacent tubes. 

20. The telescoping hard case of claim 17 wherein the bottom tube is secured to the bottom 
container section and the top tube is secured to the top container section wherein the tube 
assembly expands and retracts as the container sections expand and retract. 
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